


Name_______________________________________________________    Company______________________________________

Street or P.O. Box_____________________________________________________________________________________________

City_ ____________________________________________ State______    Zip_______________   Country_____________________

Phone__________________________    Fax_________________________    Email_________________________________________

in-line/20° Standard attachment Quote request Form 

Quote No.	   Date	

In mm

A2

B

B2

C

In mm

D

E

F

G

In mm

H

Hex Size

Hex   p 6pt   p 12pt   p Other

Hex Magnetized?  p Yes   p No

Hex  
Extension?

If necessary, can a sample of the part be sent for our review?   p Yes    p No
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Please Check One:

p 20°

p In-Line

Fastener Torque requirement (Fill in one only) 

Inch/lb.__________________     Foot/lb.__________________ 	 Is this fastener application:   

NM_____________________     KG/CM__________________ 	
p Hard Joint       p Medium Joint        p Soft Joint

power tool
Manufacturer___________________________________________________________    Model #_____________________________

Air p  Electric p  Transducerized?  p Yes   p No               Source:    p In-House     p Direct     p Distributor     p Jemms-Cascade

Quantity of Jemms units to be used:    p 12      p 6      p 3      p Other____________________________________________________

Part # from catalog (if available)______________________________________________    Page #_____________________________

Notes/comments/special Instructions________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________

Dimensions - Give Maximum Allowable  (Please refer to diagram)
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D C

E
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Name_______________________________________________________    Company______________________________________

Street or P.O. Box_____________________________________________________________________________________________

City_ ____________________________________________ State______    Zip_______________   Country_____________________

Phone__________________________    Fax_________________________    Email_________________________________________

in-line/20° tube-nut attachment Quote request Form 

Quote No.	   Date	

In mm

A2

B

B2

C

D

In mm

E

F

G

H

T.O.

In mm

Tube  
Diameter

Hex Size

Hex  
Extension?

Hex   p 6pt   p 12pt   p Other

If necessary, can a sample of the part be sent for our review?   p Yes    p No
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B

G

H

E

A2

C

B2

F

D

T.0.

B

G

H

E

A2

C

B2

F

D

T.0.

Fastener Torque requirement (Fill in one only) 

Inch/lb.__________________     Foot/lb.__________________ 	 Is this fastener application:   

NM_____________________     KG/CM__________________ 	
p Hard Joint       p Medium Joint        p Soft Joint

Power tool
Manufacturer___________________________________________________________    Model #_____________________________

Air p  Electric p  Transducerized?  p Yes   p No               Source:    p In-House     p Direct     p Distributor     p Jemms-Cascade

Quantity of Jemms units to be Quoted:    p 12      p 6      p 3      p Other_ _________________________________________________

Part # from catalog (if available)______________________________________________    Page #_____________________________

Notes/comments/special Instructions________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________  

Dimensions - Give Maximum Allowable  (Please refer to diagram)
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Please Check One:

p 20°

p In-Line



Name_______________________________________________________    Company______________________________________

Street or P.O. Box_____________________________________________________________________________________________

City_ ____________________________________________ State______    Zip_______________   Country_____________________

Phone__________________________    Fax_________________________    Email_________________________________________

standard attachment Quote request Form 

Quote No.	   Date	

In mm

A

A2

B

B2

C

In mm

D

E

Hex Size

Hex  
Extended?

In mm

Hex   p 6pt   p 12pt   p Other

Hex Magnetized?  p Yes   p No
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D

A A2

B

C

B2

E
E

OPTIONAL

If necessary, can a sample of the part be 
sent for our review?   p Yes    p No
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Fastener Torque requirement (Fill in one only) 

Inch/lb.__________________     Foot/lb.__________________ 	 Is this fastener application:   

NM_____________________     KG/CM__________________ 	
p Hard Joint       p Medium Joint        p Soft Joint

Power tool
Square Drive:    p 1/4”      p 3/8”      p 5/8”      p 1”      p Other_________________________________________________________

Manufacturer___________________________________________________________    Model #_____________________________

Air p  Electric p  Transducerized?  p Yes   p No               Source:    p In-House     p Direct     p Distributor     p Jemms-Cascade

Quantity of Jemms units to be used:    p 12      p 6      p 3      p Other____________________________________________________

Part # from catalog (if available)______________________________________________    Page #_____________________________

Notes/comments/special Instructions________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________

Dimensions - Give Maximum Allowable  (Please refer to diagram)

Please Check One:

p In-Line Style

p Right Angle Style

p Pistol Style



Name_______________________________________________________    Company______________________________________

Street or P.O. Box_____________________________________________________________________________________________

City_ ____________________________________________ State______    Zip_______________   Country_____________________

Phone__________________________    Fax_________________________    Email_________________________________________

tube-nut attachment Quote request Form 

Quote No.	   Date	

B2B

CD

A2A

E
OPTIONAL

T.O.

B2B

CD

A2A

E
OPTIONAL

T.O.

In mm

A2

B

B2

C

In mm

D

E

T.O.

In mm

Hex Size

Hex  
Extended?

Hex   p 6pt   p 12pt   p Other
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If necessary, can a sample of the part be sent for our review?   p Yes    p No

Fastener Torque requirement (Fill in one only) 

Inch/lb.__________________     Foot/lb.__________________ 	 Is this fastener application:   

NM_____________________     KG/CM__________________ 	
p Hard Joint       p Medium Joint        p Soft Joint

power tool
Square Drive:    p 1/4”      p 3/8”      p 5/8”      p 1”      p Other_________________________________________________________

Manufacturer___________________________________________________________    Model #_____________________________

Air p  Electric p  Transducerized?  p Yes   p No               Source:    p In-House     p Direct     p Distributor     p Jemms-Cascade

Quantity of Jemms units to be used:    p 12      p 6      p 3      p Other____________________________________________________

Part # from catalog (if available)______________________________________________    Page #_____________________________

Notes/comments/special Instructions________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________
__________________________________________________________________

Dimensions - Give Maximum Allowable  (Please refer to diagram)

Please Check One:

p In-Line Style

p Right Angle Style

p Pistol Style



		M  ounting Procedures,  
		S  tandard Thread

Materials needed:

•	 Bench Vice

•	 Shims (.003, .005, .010) Shims are necessary to maintain proper bevel  
	 gear mesh of right angle head.

1.	 Remove pin from square drive spindle.

2.	 Hand-tighten and orientate to within approximately 10° of final location with shims.

3.	 Secure offset (by sides only) in bench vise, DO NOT CRUSH.	

4.	 Move tool with right angle to final lock down position.		

•	 CAUTION: Never use hammer or any impacting device. Use proper wrenching  
	 methods only.

•	 TO REMOVE: Reverse above procedure.

1.	 Remove spring loaded pin from power tool square drive spindle.

2.	 Slip Jemms unit onto power tool spindle until fully seated and centered.

3.	 Seat the set screws (center first) securely and then remove.

4.	 Slip Jemms unit off of power tool and inspect to ensure point marks  
	 from set screws are visible. If pin point marks are not readily visible,  
	 repeat steps 2 & 3.

5.	 Using safe and proper machining principles enlarge set screw point  
	 marks with a drill no larger then .161” diameter and no deeper than  
	 the standard cut of the drill point, or .080” whichever is less.

6.	 To secure Jemms unit repeat step #2 then run center screw until just  
	 touching right angle head. Repeat procedure on the side screws. Now  
	 secure center screw first then the sides. Unit is now functional and  
	 power tool can be set up for safe and correct handling.

7.	 Due to variations in castings of right angle heads, minor hand grinding  
	 may be necessary to the backside of the slip-on collar or portions of  
	 right angle head. 

		      Mounting Procedures, Two-Piece Adapter

1.	 Remove pin from square drive spindle.		

2.	 Remove retaining cap at square drive spindle while spindle is facing up. (There are loose ball bearings in the right angle head.)

3.	 Place the shims over the minor threaded portion of the double threaded adapter and thread into the right angle head.  
	 Tighten securely using spanner wrench.		

4.	 Hand-tighten and orientate Jemms Attachment to within approximately 10° of final location with shims. Secure offset (by sides only)  
	 in bench vise, DO NOT CRUSH. Move tool with right angle to final lock down position.

•	 CAUTION: Never use hammer or any impacting device. Use proper wrenching methods only.

•	 TO REMOVE: Reverse above procedure.

	M ounting Procedures,  
	S pline Collar

1.	 Secure threaded adapter onto power tool. (Tighten with  
	 spanner or adjustable wrench.)			 

2.	 Install geared Tube-Nut Attachment.		

3.	 Thread on lock nut securely.			 

4.	 Remove pin from square drive spindle.		

5.	 Remove retaining cap at square drive spindle while spindle is  
	 facing up. (There are loose ball bearings in the right angle head.)

6.	 Secure the threaded adapter (if design calls for one).

7.	 Engage the mating spline components at the desired  
	 position from the gun.

8.	 Secure the outer collar from the Attachment side to the  
	 threaded adapter on the motor.

Mounting Procedures,  
Patented Slip-On Style

29 www.jemms-cascade.com   Phone: 248.526.8100   Fax: 248.526.0019

Offset Nutrunner 
Attachment

Hand tighten and orientate to  
approx. 10° with shims

Motor

(R) Angle Head



Recommendations for Motor Types & Maintenance Procedures

1.	 Maximum spindle speed 500 RPM on soft joint.

2.	 Determine what type of unit is being used. 
	 Initial torque loss: 
		  3 Gear = 20% initial average 
		  5 Gear = 30% initial average 
		  Tube-Nut = 35% initial average

3.	 For hard to medium joints, use a torque control or mechanically adjustable clutch type power tool only. The use of a stall type  
	 tool on a hard/harder joint may cause damage or excessive wear.

4.	 Before installing your Jemms Offset, test the motor torque output. CAUTION: set test apparatus to match the type of joint  
	 (hard, medium or soft) that is on the line. 
		  a.	Rundown a sequence of 20-25 cycles. 
			   Adjust motor output as needed to produce required final torque while minding the Attachment efficiency. 
		  b.	Remove square drive/bearing cap (most power tools) and thread on Jemms unit using a bench vice and proper wrenching  
			   methods only. Never hit or beat with any impacting device. (see “Mounting Procedures” for further information)

5.	 Rundown a sequence of 20-25 cycles, then adjust torque as needed on the motor. For stall tools adjust air pressure in 5 psi increments.

6.	 Do not feed more torque into the Jemms unit than it is rated. Operating at or beyond maximum torque rating may cause higher maintenance.

7.	 Lubricate once a shift. (Alemite #Z-737 fitting)

8.	 Check cover plate screws once a shift to insure full seating. If cover plate is loose excessive wear or damage may occur.

9.	 Pulse tools may cause high maintenance

 

Warranty
J.C.I. Jemms-Cascade, Inc. products are WARRANTED to be free of defect in material and craftsmanship for 1 (one) 
year to original buyer from J.C.I. or its authorized representatives. This warranty applies only to products manufactured 
by J.C.I. or its affiliates. This warranty DOES NOT APPLY to products that have been abused, misused, modified, 
neglected, improperly operated, poorly maintained or serviced with substandard parts. Product must be returned 
with our authorization, freight pre-paid for our inspection. Any replaced parts will become the property of J.C.I.

THERE ARE NO OTHER WARRANTIES EXPRESSED OR IMPLIED. J.C.I. SHALL NOT BE LIABLE FOR INCIDENTAL, CONSEQUENTIAL OR 
SPECIAL DAMAGES, OR ANY OTHER COSTS OR EXPENSES EXCEPTING ONLY THE COST OR EXPENSE OF REPAIR OR REPLACEMENT  
OF J.C.I. PRODUCT AS STATED ABOVE.

TERMS Net 30		FREIGHT   F.O.B. OUR PLANT  - TROY, Ml USA 
 											             

*Terms and Prices subject to change without notice.

CUSTOMER SATISFACTION IS OUR PRIMARY OBJECTIVE, WHICH WE OBTAIN THROUGH PERFORMANCE.

*Actual amount of cycles is dependent upon power tool used, set up, torque requirement, speed, joint and operator handling. Cycle life varies with any given unit. To date, a number of different 
attachments have been independently durability tested a minimum of 250,000 cycles each in a controlled lab environment. Should you have any questions in reference to the amount of cycles 
you can expect in your particular application, contact our plant. 

© 2009 Jemms-Cascade Inc.

301886 Larchwood drive, troy, mi 48083   
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